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WIRING INSTRUCTION 

1 CATALOG NO. 4096 798A 58-01-0930 __. ..I._ .._. 

Component Parts (Small #) Are Included 

THE CLUTCH 
1. Use a hex wrench to 

remove hex screw 
#43 counterclockwise. 

2. Insert the clutch 

J’i’ 
I 

adjustment Pin with 
the flats honzontal. 

1’ \ 3. Engage an open end wrench with 
the spindle flats #2 and turn the 

FIG. PART NO. 
22-84-0790 
38-50-5890 
34-60-3560 
28-20-l 3 15 
34-40-4260 
02-04-5100 
36-l 4-0740 
45361485 
32-l O-4070 
43-06-0630 
A3-Q6-0640 .- __ __ ._ 
42-24-0530 
32-44-l 370 
40-50-8530 
45-36-l 480 
05-59-2010 
02-04-5090 
36-66-3220 
06-42-3770 
32-40-2240 
45-06-0580 
28-14-2240 
14-30-0730 
o2-OA-5080 
34-80-5040 
45-88-8390 
34-60-3550 
45-88-8370 
42-24-0540 
32-75-3380 
34-60-3540 
42-76-0520 
45-88-8380 
42-24-0550 
32-75-3390 
34-60-3530 
44-l O-0320 
34-40-4250 
28-28-2040 
45-88-8395 
43-98-0380 
42-04-0600 
45-80-0060 

;F;CRIPTION OF PART 

Main Shaft 
Retaining Ring 
Feed Water Cover 
O-Ring 
Ball Bearin 
Clutch Sha R 
S acer 
&tch Gear 
Pressure Disc 
FE,“, Disc 

2nd. Intermediate Gear 
.SgznnrWasher 

U-Nut 
Ball Bearing 
2nd Pinion 
Woodruff Key 
Intermediate Gear 
Seal 
Gear Case 
Gear Case Assembly 
Ball Bearin 
Retaining mg ;I 
Washer 
Retaining Ring 
f:s&!-r;r 

Final zear-Low 

Ffl%ar-High 
Retaining Ring 
ghE;pr 

Diaphra m 
Rubber asher & 
S eed Chan e Knob 
GQ %, ater Hose 
Shutoff Valve 

dapter 

PART NO. 
06-63-l 350 

:z%%: 
45-88-0800 
43-96-0170 
4530-0190 
02-04-1041 
02-04-l 229 
06-72-l 720 
06-82-5316 
06-82-5514 
06-82-7326 
06-82-8835 
06-82-9152 
06-95-5200 
06-974000 
12-99-1875 
; ;;h7;;; 

1670-0290 
22-1 a-0702 
22-20-0660 
22-32-0350 
22-36-0140 
22-56-0470 
22-64-4460 
23-16-1410 
28-50-6363 
31-17-0200 
42-l 4-0291 
44-60-l 320 
49-96-0085 
49-96-4700 

wrench counterclockwise until the 
pin engages with the clutch 
adjustment nut (U-nut #16). Hold 
the pin firmly in place and turn the 

;pdz$$ct:B,w,;: 

;lE;~S~JION OF PART NO. REQ. 

Hex Hd. Cap Screw I:’ 
Lock Washer 

t 
4 I 

Water Hose Washer 
Key 
Retaining Slug 

[ii 

Ball Bearing 
Ball Bearing 111 
Service Rivet 
8-32 x 112” Pan Hd. Slt. Tapt. T-20 [;I 
l/4-20 x l-l /2” Pan Sit. Tapt. T-30 

I 
4) 

8-16 x 1” Pan Hd. Slt. Plast. T-20 
8-32 x 5/16” Pan Hd. Sems T-20 (8 
lo-24 x 2-3/4’ Pan Hd. Sems T-25 (2) 
8-32 x Y16” Slt. Hex Hd. Screw 
l/4” Split Ring Lcckwasher 81 
Service Nameplate 
Shift Label [;I 
120 V Armature (1) 
120 V Field 
Brush Assembly I:1 
Brush Tube 
Brush Cover ‘;; 
Wire Trap 
po;rrnn; Block ii 1 

Motor Insulator 
Motor Housing 

[!I 
(1) 

;E,Clamp 

Clutch Adjustment Pin 
18 

3/16” Hex Ke I;{ 
l-3/8” Open z nd Wrench (1) 

FOR MOUNTING DRILL MOTOR USE: 
06-75-3090 114-20 x 718” Socket Hd. Screw 
06-97-3800 #14 Split Ring Lockwasher [:I 

‘:f LUBRICATIGN” 
21 Oz. Type E Grease, No. 49-08-4122. 

MILWAUKEE ELECTRIC TOOL CORPORATION 
13135 W. LISBON RD., BROOKFIELD, WI 53005 


