
BULLETIN NO. 

SERVICE PARTS LIST 54-04-0220 

Component Parts (Small ##) Are included 
When Ordering The Assembly (Large #). 

a 

\ 4 (Nameplate) In recessed 

L Green L.E.D.. 
\ 
a 

Red L.E.D: 
pocket.on the bottom of 
lower housing. 

Handle circuit board with care. 

Cordset to be positioned through lower 
housing slot to allow for .50”/.25” of slack. 

Position plastic tie 
at this location. 

Cordset to be positioned around the strain 
relief post in the lower housing to allow for 

FIG. PART NO. DESCRIPTION OF PART NO. REQ. 
1 06-62-9207 6-32 x 1 l/l 6” Pan Hd. Slt. PT T-l 0 (4) 
2 22-64-1041 Cordset (1) 

-_-_-____ Light Pipe (2) 
4 12-20-0825 Service Nameplate Kit (1) 

-_-_-____- Circuit Board Assembly (1) 
--__--________ Battery Contact (3) 

7 31-50-1352 Upper Housing (1) 
8 31-50-1355 Lower Housing (1) 

a .06” gap between the cordset and the 
screw boss pad. 

2 

796 

NOTES 
Circuit board assembly to be fully seated on the lower 
housing screw bosses so that the top of the boss is flush 
with the top of the circuit board assembly. 

Cordset terminals to be fully seated on their mating 
terminals and separated from one another by a 
minimum of 125”. 

Verify that the top housing is fully seated on the lower 
housing prior to installing the screws. 
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