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WIRING INSTRUCTION 

58-01-1175 

FIG. PART NO. DESCRIPTION OF PART NO. REQ. 

2 10-15-1145 Logo Label 1 

3 10-98-1205 Cord Tag 1 

4 22-64-0525 Cord 1 

5 12-20-6020 Service Nameplate 1 

100 31-50-1015 Right Motor Housing 1 

101 31-50-l 016 Left Motor Housing 1 

105 18-07-0128 Field 1 

106 16-07-0128 Armature 1 

107 22-84-0925 Fan 1 

108 02-04-0830 Ball Bearing 1 

109 44-90-0340 Snap Ring (Ext.) 1 

131 22-16-0285 Carbon Brush 2 

135 23-66-1215 Switch 1 

136 05-81-0932 Screw 2 

142 22-20-0225 Brush Holder 2 

143 22-20-0645 Brush Tube 2 

146 31-l 7-0240 Cord Clamp 1 

147 05-81-0930 Screw 2 

149 44-76-0280 Strain Relief 1 

150 05-88-9601 Screw 8 

151 05-81-0425 Screw 2 

152 45-22-0575 Rubber Sleeve 1 

154 44-90-0025 Dust Chute Ring 1 

155 44-66-6145 Shim Plate 2 

157 45-30-0205 Vinyl Slug 2 

201 42-88-0110 Countenveight 1 

202 05-81-0445 Screw 3 

203 45-88-8335 Thrust Washer 1 

204 05-55-0045 Nut 1 

205 28-53-0225 Hub 1 

206 05-55-0065 Nut 1 
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PART NO. DESCRIPTION OF PART 
44-90-0008 Dust Shroud 
43-76-0485 Gear Housing Assy 
42-92-0940 Retainer Plate 
05-81-0985 Screw 
02-04-l 825 Ball Bearing 
45-88-7410 Thrust Washer 
45-88-0790 Locking Washer 
02-50-2030 Needle Bearing 
45-22-0225 Sleeve 
38-50-5025 Spindle 
02-04-0835 Ball Bearing 
49-36-7001 5” Sanding Pad 
48-09-1035 Dust Bag 
_________-----_ 5” Sanding Pad 
43-98-0055 Front Knob 
42-l 6-0545 Dust Bag Adapter 
23-94-l 155 Wire Assembly (Not Shown) 
23-94-l 160 Wire Assembly (Not Shown) 

LUBRICATION: 
Coat Bottom And Inside Of Pad Brake With 
Type “L’ Grease, No. 49-08-4170. 
Place 0.1 Oz. Of Type “E” Grease, No. 49-08-4122, 
In Gearcase. 
NOTE: 
One Screw Is Located Under Logo Label. 
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