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DESCRIPTION OF PART NO. REG. 

Ball Bearing 
Needle Bearin 
Spinlodc Hex f! ut 5/16-24 
8-16 x l-3/4’ Pan Hd. Slt. Plast. T-20 
306 x 112’ Drivlok Pin 
Nameplate Screw 
8-32 Hex Nut 
8-16 x 3/4’ Pan Hd. Sit. Plast. T-15 
8-32 x l-1/4’ Pan Hd. Sk. Tapt T-20 
8-16 x 2-l/4’ Pan Hd. Sk. Plast. T-20 
832 x S/8’ Pan Hd. 6%. Tapt T-20 
8-16 x 5f8. Pan Hd. Sit. Pfast. T-20 

tite T-l 0 
fast. T-15 

Nameplate Blank 
Switch Module Assembly 
Foam Slug Kit - 10 Slugs 
Shoe Assembly 
230 V. Armature 
Fan Assembly 
230 V. Field 
Carbon Brush 
Brush Holder Assembly 
Cord Set 

Cap 

Gear Case 
Diaphragm 
Motor Housing 
Primary Wobble Plate 
Seep8ndary Wobble Plate 
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DESCRIPT’ION OF PART NO. REG. 
Shoe Release Lever 
EM& Gear Assembly 

C-Ring 

~$Z$t$Z~?n~~9ring 
Wobble Shaft 
Reciprocating Spindle 
Axfe - Wobble Shaft 
g&T BCeaapg 

Blade lamp 8 
~ou;;s&BalarlCe 

Seal Retainer 
;i;$$Seat 

Gear Case Insulator 
Dust Shield 
Spacer 
$ayzrhassis 

;;;Hllgr Wrench 

Diaphragm Asserrtb 
8-32 x f-114’ Pan H !l . Sk 
suppressor 

SEE REVERSE SIDE FOR 
IMPORTANT SERVICE NOTES 

MILWAUKEE ELECTRIC TOOL CORPORATION 
13135 W. LISBON RD., BROOKFIELD, WI 53005 



FIG. NOTES: 
1 Seal side faces commutator. 

2 Seal side faces fan. 

4 Press flush to diaphragm surface - Mechanism side. 

5 Torque to 150 in.nbs. f Sin./lbs. 

7/45/52 See sketch for press specifications. 

FROM THIS SIDE 

34 Place 2-3/4 oz. of type “L” grease, No. 49-08-4175, 
.in mechanism cavity of gear case. 

35 Place 3/4 oz. of type I” grease, No. 49-08-4175, 
in lower needle bearing-gear train cavity of diaphragm. 

37/38/49 Internal retaining ring side faces center hub of wobble shaft. 

46 Replace each time gear case mechanism is serviced. 
O-ring opening of diaphragm & rear of tube chassis must be free 
of all grease prior to o-ring installation. 

49 Sharp side of retaining ring faces ball bearing. 

56 Tab end faces forward - 
toward shoe assembly 
(Lessens blade breakage). 

60 O-ring of polypak seal faces mechanism - toward rear of tool. 

61 Soak in lightweight lubricating oil prior to assembly. 

63 Non-conductive insulation of wires must pass through rubber dust shield; 
Provides proper sealing of switch from contamination. 

65 Assembled with large O.D. chamfered end facing diaphragm- 
can be slip or press fit on spindle bearing. 


